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SOLPOOL – Solar energy use in outdoor swimming pools. 
A cooperation project of DGS and TTZ, Germany; 
APE, Slovenia; CRES, Greece; Save-Rema, Hungary; 
CZREA, Czech Republic; ALE, France and LECCE, Italy. SOLPOOL is 
funded by the European Commission within the ALTENER programme.
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cres@cres.gr, www.cres.gr 

Official Partner

www.solpool.info
solpool@dgs.de

SOLPOOL G01

Tube Absorber surface area (for pool water) 152 m2

Flat Absorber surface area (for sanitary water) 448 m2 for solar cooling (selective plat plate) 
Pool surface area and volume 180 m2

Year of installation 25/01/2002
Operator Hotel „Lentzakis“

System Installer – Planning SOLE S.A.
Type of collector(s) Unglazed collectors (polypropylene)

Auxiliary heating system None
Pool Operating Period March-October 

Specifi c yield 1.14 kWh/m2 per year (only from the unglazed collectors)
Energy savings 17 250 lit of oil per year

Environmental gain 322 tons / year of CO2 and 5.5 tons / year of SO2
Costs for the solar system 8.000 € (incl. planning and installation)

System costs in EUR/m2 of absorber area 52.6 €/ m2

The „LENTZAKIS S.A.“ hotel is located 
in Rethimno Crete, in southern Greece. 
It caters mainly for tourism, with capacity 
of 150 beds and it is 100% occupied in 
the summer and 45% in the winter. The 
installed system which consists of 152 m2 
polypropylene collectors provides hot wa-
ter for the heating of the outdoor swim-
ming pool. The swimming pool heating 
needs between March and October are 
173.611 kWh and they are equal to the 
total collectors output since there is no 
back up system available. This system 
was installed in the framework of a solar 
cooling project which was subsidized up 
to 50% by National Operational Program-
me for Energy (of the Greek Ministry of 
Development).

Technical data of the absorber system [Source: SOLE S.A.]
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1.1 Κολυμβητική δεξαμενή 1 – Ξενοδοχείο Λεντζάκης 

Pool 1 – Swimming pool at Hotel Lentzakis 
 

 

 

Εικόνα 1: Ηλιακοί συλλέκτες για τη θέρμανση εξωτερικής 
κολυμβητικής δεξαμενής, Ξενοδοχείο Λεντζάκης, 
Κρήτη Πηγή: ΚΑΠΕ 

Figure 1: Solar polypropylene collectors for swimming pool 
heating, Hotel Lentzakis in Crete Source: CRES 

Πίνακας 1: Τεχνικά στοιχεία των ηλιακών συλλεκτών της κολυμβητικής 
δεξαμενής του ξενοδοχείου Λεντζάκης 

Table 1: Technical data of the absorber system of Hotel’s Lentzakis pool 
 
Επιφάνεια σωληνωτών συλλεκτών 
(για το νερό κολυμβητικής 
δεξαμενής) 

152 m2 

Επιφάνεια επίπεδων συλλεκτών (για 
ζεστό νερό χρήσης) 

448 m²  για θέρμανση χώρου, ζεστού νερού χρήσης και 
κλιματισμό  

Επιφάνεια και όγκος κολυμβητικής 
δεξαμενής 

180 m2 

Έτος εγκατάστασης 25/01/2002 
Διαχειριστής Ξενοδοχείο Λεντζάκης 
Εγκατάσταση - σχεδιασμός SOLE S.A. 
Τύπος συλλέκτη (-ών) Ακάλυπτοι συλλέκτες (πολυπροπυλένιο) 
Επιπρόσθετο σύστημα θέρμανσης Δεν υπάρχει 
Περίοδος λειτουργίας της 
κολυμβητικής δεξαμενής 

Μάρτιος – Οκτώβριος 

Ειδική απόδοση 1.14 kWh/m² ανά έτος (μόνο για ακάλυπτους συλλέκτες) 
Εξοικονόμηση ενέργειας 17 250 lt πετρελαίου/έτος 

Tel: +30 28310 24761/24766, 
Fax: +30 28310 24900

Solar polypropylene collectors for swimming pool heating, Hotel 
Lentzakis in Crete [Source: CRES]


